
KWIKLOK.COM

• Ethernet and wireless communication
• 7” color touchscreen HMI
• Lok detection
• Alarm indicator
• Emergency stop
• Bag jam detection and belt reversal
• Optical bag sensor
• CE certified and cULus certified

Standard Features

The Kwik Lok 893C Automatic Bag Closing Machine 
o�ers computer controlled, high-speed bag closing  
that runs up to 120 bags per minute. View production 
data, machine life data and diagnostic information on 
the easy-to-use touch screen or on a smart phone, 
tablet, or computer.  Operators can avoid downtime 
by setting up and receiving regular service reminders. 

Typical Applications
Bakery Products

Specifications 
Height  45”
Width  18”
Length  14”

IT’S MORE 
EFFICIENT, 
ANY WAY YOU 
SLICE IT.
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893C Automatic Bag Closing Machine

CLOSURES & CLOSURE LABELS

Our line includes a full range of printers, stands conveyors and  
bag tensioners compatible with the 893 Automatic Bag Closing Machine.

PRINTERS 
883  
897 B 
904 B 
905 B 

STANDS 
Z8025 
902 

CONVEYORS 
1083 FB 
1083 TA

BAG TENSIONERS 
1082 L8

Various plastic thicknesses (in red) handle a wide range of package types, weights and sizes. 
Closures can be printed with price, date and/or code information. 
Available colors vary with plastic thickness:  .030" – 7 colors     .045" – 3 colors

  J-NRP .030"   JM-NRP .030"

PFM

PF

MOUNT KITS
893B
872
910

K-NRP   .045” KM-NRP  .045”

Our line includes a full range of printers, stands conveyors and bag tensioners 
compatible with the 893C Automatic Bag Closing Machine.


